
PACKAGING :  1L, 5L, 10L

COVERAGE

4 - 12 m2/L   Depending on the absorbency 
of the surface.

DURATION OF PROTECTION
3 - 5 years for interiors and 1 - 3 years out-
doors.

TECHNICAL INFORMATION

Form:   Liquid
Color:                               Transparent               
Odor:   Mild 
Density at 20 °C:              0.8 gr/cm 3 

pH:                                      Not applicable.
Flash point:               40 - 46 °C:  
Freezing point:               -12°C

Store at temperatures from 3°C to 30°C.

ISO ΕΝ 16301- Determination of sensitivity to
accidental staining. (Category 1, no cahnge)
ISO ΕΝ 1925 – Determination of water absorp-
tion coeffitient through capillarity ( 98% reduc-
tion in water absorption)

INFORMATION ON STORAGE AND HAN-
DLING

Flammable.
Harmful: It can cause lung damage if swal-
lowed.
Prolonged exposure may cause skin dryness 
or cracking.
Vapors may cause drowsiness and dizziness.

SAFETY INSTRUCTIONS

Keep out of the reach of children.
Away from sources of ignition - No smoking.
Take precautionary measures against electro-
static discharges.
If swallowed, do not induce vomiting: Seek 
medical advice immediately and show this 
container or label.   

DESCRIPTION

Siloxane based oil and water repellent  providing excellent anti stain protection. It is suitable for 
marble, granite, stone, bricks, ceramic, cement and non-enamelled tiles. Protects the surface from 
water, oil, coffee, stains from mustard, sauces, etc. It does not create a film, it penetrates deeply 
into the pores of the stones and creates a protective network that repels water and oil but allows 
water vapours to escape. Thus the surface is allowed to breathe and release any residual moisture 
while also remains protected from the penetration of water and other oily stains. The treated sur-
faces become easy to clean, since the penetration of stains is prevented. It has a mild odour. It also 
protects the marbles and all other types of stones from freeze thaw, lime deposition and surface 
cracking.

APPLICATION

Please read the label carefully. Always make sure 
the application space is sufficiently ventilated. 

In a properly cleaned and dry surface apply the liq-
uid without dilution with a brush, roller or spray on 
one or more layers and spread evenly any residual 
fluid.
The second layer should be applied after 5 to 10 
minutes, as long as the surface is still wet (wet 
on wet application). Any residues can be removed 
after the surface is dry. In case that any residues 
remain for a longer period on the surface, they can 
be removed with a cloth slightly wet with the liquid. 

The brush or roller can be cleaned with white spirit 
after the completion of the application.
The surface can be used after six hours and the 
maximum protection is achieved after the com-
plete curing of the product. For the complete curing 
of the product are required 24 - 48 hours depending 
on the humidity and temperature of the environ-
ment
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